
Item # BJ2PC
With 8 Leg Frame, Cover, and Enclosure Kit with Windows

Size: 10´8´´ Wide x 20´ Long
(Side Height 6´8´´) (Center Peak Height 9´9´´)

Manufactured by:
Powell & Powell

Supply Company, L.L.C.
1730 Five Points Lane

Fuquay-Varina, North Carolina
27526 USA

1-800-800-6296
www.kingcanopy.com



FRAME PART LIST
78´´ Pipe

Quantity 17

68´´ Pipe
Quantity 8

3 Way Connectors
Quantity 6

4 Way Connectors
Quantity 6

Elastic Ball Straps
Quantity 75

Foot Pads
Quantity 8

(Foot Pads Are Not For Anchoring)
(See Anchoring Your Canopy Section Included)

Cover (With a one-year warranty)

Quantity 1

Sidewalls with windows
Quantity 2

End walls
(Front panel has a zipper, rear panel is solid)

Quantity 2

CCLIPS
Quantity 4



FRAME ASSEMBLY

1. Place all corners and pipe on the ground as shown in diagram below.
There are 8 pieces of short pipe (68’’) used to form the roof rafters.
The long pipes (78’’) are used for the legs and to form the length of the frame.

2. Connect pipe together starting with the center peak of frame and then assemble each side.
The short pipes are used to form the roof rafters.



ATTACHING COVER WITH BALL STRAPS

3. Unfold the cover putting the grommets on the bottom. The drawstrings in the top go over the peaks at
the front and rear of frame. The ball of the drawstrings will hang down at the four corner legs. Once
unfolded, place the cover over the frame with grommet down.. Begin attaching the cover with the elastic
ball straps (Further ball strap installation instructions on the following page).

The illustrations below show the under side of cover and how to attach straps. The over hang part is not shown.

a. Start by attaching 2 straps at each of the four corners.
b. Continue attaching straps from left to right down the sides of the top.
c. Finally, attach straps from front to back until all straps are secure.

Remember to alternate from side to side and end to end. If you attach all straps on one side or end,
attaching the opposite side or end will be more difficult.


