
Universal 10 x 27 Canopy

C81027PC
Size: 10’8’’ x 27 x 6’8’’ (side) x 9’9’’ (center)

With 10 Legs, Frame, and Cover

Distributed by:
Powell & Powell

Supply Company
1730 Five Points Lane

Fuquay-Varina, North Carolina
27526 , USA

1-800-800-6296
www.kingcanopy.com
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PARTS
ALL PIPE IS 1 3/8 INCH

6’6’’ Pipe
Quantity 22

5’8’’ Pipe
Quantity 10

3 Way Corner
Quantity 6

4 Way Corner
Quantity 9

Elastic Ball Straps
Quantity 50

Curtain Clips
Quantity 4

Cover
Quantity 1

1 Year Limited Warranty for Covers

Foot Pads

Quantity 10

(Note: Foot Pads are not for anchoring)
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FRAME ASSEMBLY

1. Place all corners and pipe on the ground. (All pipes are 1 3/8 inch dia.)
The 78´´ pipe form the length of frame and the 68´´ are for the roof rafters.
Remaining 78´´ pipes are for the legs

(All pipes is 1 3/8 inch)

2. Connect pipe together starting with the center frame.
Then assemble each side.
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ATTACHING COVER WITH BALL STRAPS

3. Unfold the cover putting the grommets on the bottom. This allows the flap to cover outside edge of the
frame. Once unfolded, place the cover over the frame. Begin attaching the cover with the elastic ball
straps (Further ball strap installation instructions on the following page).

1. Start by attaching two straps at each of the four corners.
2. Continue attaching straps from left to right down the sides of the canopy.
3. Finally, attach straps from front to back until all straps are secure.
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ATTACHING BALL STRAPS

4. First, insert the cord of the elastic ball strap underneath the cover and through the grommet. Then pull
cord until ball stops. Wrap the cord around the pole and then around the ball. This will hide the ball
under the cover and create a neater look.

TO GET A TIGHTER FIT ON CANOPY COVER
The ball straps are long enough to accommodate various
cover lengths. If your straps are too long for a tight fit,
making an additional knot in the strap cord can shorten
them.

1. Slide the ball upwards to reveal the tied knot.
2. Tie a new knot above the old one. The length taken up

here determines how short the strap becomes.
3. Slip the ball down over the new knot.
4. Cut off the excess cord.


